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NOTICE:  CPU: STM32MP157AAC Rev.Z
NOTICE:  Model: 100ASK ASK-STM32MP157-512D PRO V1 Board
INFO:    Reset reason (0x15):
INFO:      Power-on Reset (rst_por)
INFO:    Using EMMC
INFO:      Instance 2
INFO:    Boot used partition fsbl1
NOTICE:  BL2: v2.2-r1.0(debug):186b0c9
NOTICE:  BL2: Built : 11:07:09, Aug  4 2021
INFO:    Using crypto library 'stm32_crypto_lib'
INFO:    BL2: Doing platform setup
INFO:    RAM: DDR3-1066/888 bin G 2x2Gb 533MHz v1.44
INFO:    Memory size = 0x20000000 (512 MB)
INFO:    BL2 runs SP_MIN setup
INFO:    BL2: Loading image id 4
INFO:    Loading image id=4 at address 0x2ffed000
INFO:    Image id=4 loaded: 0x2ffed000 - 0x2ffff000
INFO:    BL2: Loading image id 5
INFO:    Loading image id=5 at address 0xc0100000
INFO:    STM32 Image size : 869673
INFO:    Image id=5 loaded: 0xc0100000 - 0xc01d4529
WARNING: Skip signature check (header option)
NOTICE:  ROTPK is not deployed on platform. Skipping ROTPK verification.
NOTICE:  BL2: Booting BL32
INFO:    Entry point address = 0x2ffed000
INFO:    SPSR = 0x1d3
NOTICE:  SP_MIN: v2.2-r1.0(debug):186b0c9
NOTICE:  SP_MIN: Built : 11:07:09, Aug  4 2021
INFO:    ARM GICv2 driver initialized
INFO:    stm32mp IWDG1 (12): Secure
INFO:    ETZPC: CRYP1 (9) could be non secure
INFO:    SP_MIN: Initializing runtime services
INFO:    SP_MIN: Preparing exit to normal world

U-Boot 2020.01-stm32mp-r1 (Aug 04 2021 - 11:07:24 +0000)

CPU: STM32MP157AAC Rev.Z
Model: 100ASK ASK-STM32MP157-512D PRO V1 Board
Board: stm32mp1 in trusted mode (st,stm32mp157c-100ask-512d-v1)
DRAM:  512 MiB
Clocks:
- MPU : 650 MHz
- MCU : 208.878 MHz
- AXI : 266.500 MHz
- PER : 24 MHz
- DDR : 533 MHz
WDT:   Started with servicing (32s timeout)
NAND:  0 MiB
MMC:   STM32 SD/MMC: 0, STM32 SD/MMC: 1
Loading Environment from MMC... OK
In:    serial
Out:   serial
Err:   serial
Net:   eth0: ethernet@5800a000
Press SPACE to abort autoboot in 1 seconds
Boot over mmc1!
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switch to partitions #0, OK
mmc1(part 0) is current device
Scanning mmc 1:2...
Found /mmc1_extlinux/stm32mp157c-100ask-512d-v1_extlinux.conf
Retrieving file: /mmc1_extlinux/stm32mp157c-100ask-512d-v1_extlinux.conf
210 bytes read in 37 ms (4.9 KiB/s)
1:      100ask-lcd
Retrieving file: /uImage
8185384 bytes read in 316 ms (24.7 MiB/s)
append: root=/dev/mmcblk2p3 rootwait rw console=ttySTM0,115200
Retrieving file: /stm32mp157c-100ask-512d-lcd-v1.dtb
109078 bytes read in 41 ms (2.5 MiB/s)
## Booting kernel from Legacy Image at c2000000 ...
   Image Name:   Linux-5.4.31
   Created:      2021-08-04   8:48:32 UTC
   Image Type:   ARM Linux Kernel Image (uncompressed)
   Data Size:    8185320 Bytes = 7.8 MiB
   Load Address: c2000040
   Entry Point:  c2000040
   Verifying Checksum ... OK
## Flattened Device Tree blob at c4000000
   Booting using the fdt blob at 0xc4000000
   XIP Kernel Image
   Loading Device Tree to cffe2000, end cffffa15 ... OK

Starting kernel ...

[    0.000000] Booting Linux on physical CPU 0x0
[    0.000000] Linux version 5.4.31 (book@virtual-machine) (gcc version 8.4.0 (Buildroot 2020.02-g186b0c9)) #1 
SMP PREEMPT Wed Aug 4 08:43:44 UTC 2021
[    0.000000] CPU: ARMv7 Processor [410fc075] revision 5 (ARMv7), cr=10c5387d
[    0.000000] CPU: div instructions available: patching division code
[    0.000000] CPU: PIPT / VIPT nonaliasing data cache, VIPT aliasing instruction cache
[    0.000000] OF: fdt: Machine model: 100ASK YA157C v2 www.100ask.com
[    0.000000] Memory policy: Data cache writealloc
[    0.000000] Reserved memory: created DMA memory pool at 0x10000000, size 0 MiB
[    0.000000] OF: reserved mem: initialized node mcuram2@10000000, compatible id shared-dma-pool
[    0.000000] Reserved memory: created DMA memory pool at 0x10040000, size 0 MiB
[    0.000000] OF: reserved mem: initialized node vdev0vring0@10040000, compatible id shared-dma-pool
[    0.000000] Reserved memory: created DMA memory pool at 0x10041000, size 0 MiB
[    0.000000] OF: reserved mem: initialized node vdev0vring1@10041000, compatible id shared-dma-pool
[    0.000000] Reserved memory: created DMA memory pool at 0x10042000, size 0 MiB
[    0.000000] OF: reserved mem: initialized node vdev0buffer@10042000, compatible id shared-dma-pool
[    0.000000] Reserved memory: created DMA memory pool at 0x30000000, size 0 MiB
[    0.000000] OF: reserved mem: initialized node mcuram@30000000, compatible id shared-dma-pool
[    0.000000] Reserved memory: created DMA memory pool at 0x38000000, size 0 MiB
[    0.000000] OF: reserved mem: initialized node retram@38000000, compatible id shared-dma-pool
[    0.000000] cma: Reserved 128 MiB at 0xd2000000
[    0.000000] psci: probing for conduit method from DT.
[    0.000000] psci: PSCIv1.1 detected in firmware.
[    0.000000] psci: Using standard PSCI v0.2 function IDs
[    0.000000] psci: MIGRATE_INFO_TYPE not supported.
[    0.000000] psci: SMC Calling Convention v1.0
[    0.000000] percpu: Embedded 20 pages/cpu s50124 r8192 d23604 u81920
[    0.000000] Built 1 zonelists, mobility grouping on.  Total pages: 113536
[    0.000000] Kernel command line: root=/dev/mmcblk2p3 rootwait rw console=ttySTM0,115200
[    0.000000] Dentry cache hash table entries: 65536 (order: 6, 262144 bytes, linear)
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[    0.000000] Inode-cache hash table entries: 32768 (order: 5, 131072 bytes, linear)
[    0.000000] mem auto-init: stack:off, heap alloc:off, heap free:off
[    0.000000] Memory: 303812K/458752K available (12288K kernel code, 962K rwdata, 3516K rodata, 1024K init, 
226K bss, 23868K reserved, 131072K cma-reserved, 0K highmem)
[    0.000000] SLUB: HWalign=64, Order=0-3, MinObjects=0, CPUs=2, Nodes=1
[    0.000000] rcu: Preemptible hierarchical RCU implementation.
[    0.000000] rcu:     RCU event tracing is enabled.
[    0.000000]  Tasks RCU enabled.
[    0.000000] rcu: RCU calculated value of scheduler-enlistment delay is 10 jiffies.
[    0.000000] NR_IRQS: 16, nr_irqs: 16, preallocated irqs: 16
[    0.000000] random: get_random_bytes called from start_kernel+0x320/0x4f4 with crng_init=0
[    0.000000] arch_timer: cp15 timer(s) running at 24.00MHz (virt).
[    0.000000] clocksource: arch_sys_counter: mask: 0xffffffffffffff max_cycles: 0x588fe9dc0, max_idle_ns: 
440795202592 ns
[    0.000009] sched_clock: 56 bits at 24MHz, resolution 41ns, wraps every 4398046511097ns
[    0.000027] Switching to timer-based delay loop, resolution 41ns
[    0.002025] Console: colour dummy device 80x30
[    0.002077] Calibrating delay loop (skipped), value calculated using timer frequency.. 48.00 BogoMIPS 
(lpj=240000)
[    0.002099] pid_max: default: 32768 minimum: 301
[    0.002366] Mount-cache hash table entries: 1024 (order: 0, 4096 bytes, linear)
[    0.002389] Mountpoint-cache hash table entries: 1024 (order: 0, 4096 bytes, linear)
[    0.003695] CPU: Testing write buffer coherency: ok
[    0.004231] /cpus/cpu@0 missing clock-frequency property
[    0.004266] /cpus/cpu@1 missing clock-frequency property
[    0.004285] CPU0: thread -1, cpu 0, socket 0, mpidr 80000000
[    0.059752] Setting up static identity map for 0xc0100000 - 0xc0100060
[    0.079730] rcu: Hierarchical SRCU implementation.
[    0.105108] smp: Bringing up secondary CPUs ...
[    0.180376] CPU1: thread -1, cpu 1, socket 0, mpidr 80000001
[    0.180597] smp: Brought up 1 node, 2 CPUs
[    0.180621] SMP: Total of 2 processors activated (96.00 BogoMIPS).
[    0.180632] CPU: All CPU(s) started in SVC mode.
[    0.181485] devtmpfs: initialized
[    0.216788] VFP support v0.3: implementor 41 architecture 2 part 30 variant 7 rev 5
[    0.217424] clocksource: jiffies: mask: 0xffffffff max_cycles: 0xffffffff, max_idle_ns: 19112604462750000 ns
[    0.217460] futex hash table entries: 512 (order: 3, 32768 bytes, linear)
[    0.224335] pinctrl core: initialized pinctrl subsystem
[    0.226773] NET: Registered protocol family 16
[    0.233119] DMA: preallocated 256 KiB pool for atomic coherent allocations
[    0.235744] hw-breakpoint: found 5 (+1 reserved) breakpoint and 4 watchpoint registers.
[    0.235765] hw-breakpoint: maximum watchpoint size is 8 bytes.
[    0.236198] Serial: AMBA PL011 UART driver
[    0.239472] stm32-pm-domain pm_domain: domain core-ret-power-domain registered
[    0.239534] stm32-pm-domain pm_domain: subdomain core-power-domain registered
[    0.239552] stm32-pm-domain pm_domain: domains probed
[    0.292767] gpio-regulator regulators: No 'states' property found
[    0.292810] gpio-regulator: probe of regulators failed with error -22
[    0.294257] SCSI subsystem initialized
[    0.295174] usbcore: registered new interface driver usbfs
[    0.295261] usbcore: registered new interface driver hub
[    0.295410] usbcore: registered new device driver usb
[    0.295809] pps_core: LinuxPPS API ver. 1 registered
[    0.295823] pps_core: Software ver. 5.3.6 - Copyright 2005-2007 Rodolfo Giometti <giometti@linux.it>
[    0.295866] PTP clock support registered
[    0.296240] EDAC MC: Ver: 3.0.0
[    0.297616] Advanced Linux Sound Architecture Driver Initialized.
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[    0.298510] Bluetooth: Core ver 2.22
[    0.298600] NET: Registered protocol family 31
[    0.298614] Bluetooth: HCI device and connection manager initialized
[    0.298636] Bluetooth: HCI socket layer initialized
[    0.298655] Bluetooth: L2CAP socket layer initialized
[    0.298691] Bluetooth: SCO socket layer initialized
[    0.299686] clocksource: Switched to clocksource arch_sys_counter
[    1.058988] thermal_sys: Registered thermal governor 'step_wise'
[    1.059610] NET: Registered protocol family 2
[    1.060850] tcp_listen_portaddr_hash hash table entries: 512 (order: 0, 6144 bytes, linear)
[    1.060906] TCP established hash table entries: 4096 (order: 2, 16384 bytes, linear)
[    1.060983] TCP bind hash table entries: 4096 (order: 3, 32768 bytes, linear)
[    1.061081] TCP: Hash tables configured (established 4096 bind 4096)
[    1.061233] UDP hash table entries: 256 (order: 1, 8192 bytes, linear)
[    1.061279] UDP-Lite hash table entries: 256 (order: 1, 8192 bytes, linear)
[    1.061584] NET: Registered protocol family 1
[    1.062569] RPC: Registered named UNIX socket transport module.
[    1.062592] RPC: Registered udp transport module.
[    1.062604] RPC: Registered tcp transport module.
[    1.062614] RPC: Registered tcp NFSv4.1 backchannel transport module.
[    1.064463] hw perfevents: enabled with armv7_cortex_a7 PMU driver, 5 counters available
[    1.066630] Initialise system trusted keyrings
[    1.066984] workingset: timestamp_bits=14 max_order=17 bucket_order=3
[    1.079774] squashfs: version 4.0 (2009/01/31) Phillip Lougher
[    1.091176] NFS: Registering the id_resolver key type
[    1.091228] Key type id_resolver registered
[    1.091241] Key type id_legacy registered
[    1.091489] ntfs: driver 2.1.32 [Flags: R/O].
[    1.092000] jffs2: version 2.2. (NAND) ? 2001-2006 Red Hat, Inc.
[    1.092802] fuse: init (API version 7.31)
[    1.147419] NET: Registered protocol family 38
[    1.147452] Key type asymmetric registered
[    1.147466] Asymmetric key parser 'x509' registered
[    1.147559] Block layer SCSI generic (bsg) driver version 0.4 loaded (major 246)
[    1.147576] io scheduler mq-deadline registered
[    1.147588] io scheduler kyber registered
[    1.158159] STM32 USART driver initialized
[    1.159839] ar8035 phy init
[    1.160324] the phy gpio failed
[    1.182078] brd: module loaded
[    1.196701] loop: module loaded
[    1.203296] libphy: Fixed MDIO Bus: probed
[    1.205242] CAN device driver interface
[    1.207816] PPP generic driver version 2.4.2
[    1.208182] PPP BSD Compression module registered
[    1.208201] PPP Deflate Compression module registered
[    1.208228] PPP MPPE Compression module registered
[    1.208242] NET: Registered protocol family 24
[    1.208300] SLIP: version 0.8.4-NET3.019-NEWTTY (dynamic channels, max=256) (6 bit encapsulation 
enabled).
[    1.208312] CSLIP: code copyright 1989 Regents of the University of California.
[    1.208321] SLIP linefill/keepalive option.
[    1.208336] pegasus: v0.9.3 (2013/04/25), Pegasus/Pegasus II USB Ethernet driver
[    1.208442] usbcore: registered new interface driver pegasus
[    1.208537] usbcore: registered new interface driver r8152
[    1.208613] usbcore: registered new interface driver asix
[    1.208674] usbcore: registered new interface driver ax88179_178a
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[    1.208735] usbcore: registered new interface driver cdc_ether
[    1.208815] usbcore: registered new interface driver smsc75xx
[    1.208893] usbcore: registered new interface driver smsc95xx
[    1.208964] usbcore: registered new interface driver net1080
[    1.209025] usbcore: registered new interface driver cdc_subset
[    1.209084] usbcore: registered new interface driver zaurus
[    1.209175] usbcore: registered new interface driver cdc_ncm
[    1.210992] ehci_hcd: USB 2.0 'Enhanced' Host Controller (EHCI) Driver
[    1.211051] ehci-platform: EHCI generic platform driver
[    1.211576] ohci_hcd: USB 1.1 'Open' Host Controller (OHCI) Driver
[    1.211616] ohci-platform: OHCI generic platform driver
[    1.212623] usbcore: registered new interface driver cdc_acm
[    1.212640] cdc_acm: USB Abstract Control Model driver for USB modems and ISDN adapters
[    1.212725] usbcore: registered new interface driver usblp
[    1.212788] usbcore: registered new interface driver cdc_wdm
[    1.212866] usbcore: registered new interface driver uas
[    1.212951] usbcore: registered new interface driver usb-storage
[    1.213110] usbcore: registered new interface driver usbserial_generic
[    1.213164] usbserial: USB Serial support registered for generic
[    1.213222] usbcore: registered new interface driver option
[    1.213267] usbserial: USB Serial support registered for GSM modem (1-port)
[    1.218487] i2c /dev entries driver
[    1.223660] stm32-cpufreq stm32-cpufreq: Failed to get chip info: -517
[    1.228294] sdhci: Secure Digital Host Controller Interface driver
[    1.228311] sdhci: Copyright(c) Pierre Ossman
[    1.228321] Synopsys Designware Multimedia Card Interface Driver
[    1.228919] sdhci-pltfm: SDHCI platform and OF driver helper
[    1.230350] ledtrig-cpu: registered to indicate activity on CPUs
[    1.232684] usbcore: registered new interface driver usbhid
[    1.232703] usbhid: USB HID core driver
[    1.232714] dtbocfg_module_init
[    1.232778] dtbocfg_module_init: OK
[    1.233148] arm-smc-mbox mailbox-0: ARM SMC mailbox enabled.
[    1.233281] arm-smc-mbox mailbox-1: ARM SMC mailbox enabled.
[    1.235050] remoteproc remoteproc0: releasing m4
[    1.238290] Unable to get STM32 DDR PMU clock
[    1.243886] drop_monitor: Initializing network drop monitor service
[    1.244245] NET: Registered protocol family 17
[    1.244278] can: controller area network core (rev 20170425 abi 9)
[    1.244411] NET: Registered protocol family 29
[    1.244428] can: raw protocol (rev 20170425)
[    1.244440] can: broadcast manager protocol (rev 20170425 t)
[    1.244459] can: netlink gateway (rev 20190810) max_hops=1
[    1.244960] Bluetooth: RFCOMM TTY layer initialized
[    1.245002] Bluetooth: RFCOMM socket layer initialized
[    1.245054] Bluetooth: RFCOMM ver 1.11
[    1.245083] Bluetooth: BNEP (Ethernet Emulation) ver 1.3
[    1.245095] Bluetooth: BNEP filters: protocol multicast
[    1.245115] Bluetooth: BNEP socket layer initialized
[    1.245128] Bluetooth: HIDP (Human Interface Emulation) ver 1.2
[    1.245146] Bluetooth: HIDP socket layer initialized
[    1.245712] Key type dns_resolver registered
[    1.245907] ThumbEE CPU extension supported.
[    1.245936] Registering SWP/SWPB emulation handler
[    1.246406] registered taskstats version 1
[    1.246422] Loading compiled-in X.509 certificates
[    1.257688] Loaded X.509 cert 'Build time autogenerated kernel key: 
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a551a3bcaf9a62271059adf2e1003b2f3df06de0'
[    1.284550] arm-scmi firmware:scmi-0: SCMI Protocol v2.0 'ST:' Firmware version 0x0
[    1.288919] remoteproc remoteproc0: releasing m4
[    1.290545] Unable to get STM32 DDR PMU clock
[    1.314001] debugfs: Directory 'cpu0' with parent 'opp' already present!
[    1.323697] remoteproc remoteproc0: releasing m4
[    1.325179] Unable to get STM32 DDR PMU clock
[    1.363871] stm32-mdma 58000000.dma: STM32 MDMA driver registered
[    1.368387] stm32-dma 48000000.dma: STM32 DMA driver registered
[    1.370799] stm32-dma 48001000.dma: STM32 DMA driver registered
[    1.371456] reg11: supplied by regulator-dummy
[    1.371932] reg18: supplied by regulator-dummy
[    1.372345] usb33: supplied by regulator-dummy
[    1.390137] stm_thermal 50028000.thermal: stm_thermal_probe: Driver initialized successfully
[    1.392956] debugfs: Directory 'cpu0' with parent 'opp' already present!
[    1.397103] stm32-crc32 58009000.crc: Initialized
[    1.397124] random: fast init done
[    1.398693] stm32-hash 54002000.hash: will run requests pump with realtime priority
[    1.401537] random: crng init done
[    1.403681] stm32-hash 54002000.hash: Init HASH done HW ver 23 DMA mode 1
[    1.416084] remoteproc remoteproc0: releasing m4
[    1.417871] stm32-ddr-pmu: probed (ID=0x00140061 VER=0x00000010), DDR@533MHz
[    1.420287] /soc/interrupt-controller@5000d000: bank0
[    1.420308] /soc/interrupt-controller@5000d000: bank1
[    1.420321] /soc/interrupt-controller@5000d000: bank2
[    1.422668] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOA bank added
[    1.423270] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOB bank added
[    1.423787] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOC bank added
[    1.424323] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOD bank added
[    1.424859] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOE bank added
[    1.425421] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOF bank added
[    1.425961] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOG bank added
[    1.426487] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOH bank added
[    1.427029] stm32mp157-pinctrl soc:pin-controller@50002000: GPIOI bank added
[    1.427360] stm32mp157-pinctrl soc:pin-controller@50002000: Pinctrl STM32 initialized
[    1.428504] stm32mp157-pinctrl soc:pin-controller-z@54004000: GPIOZ bank added
[    1.428535] stm32mp157-pinctrl soc:pin-controller-z@54004000: Pinctrl STM32 initialized
[    1.431117] stm32-usbphyc 5a006000.usbphyc: registered rev:1.0
[    1.432645] stm32-usart 40010000.serial: interrupt mode for rx (no dma)
[    1.432669] stm32-usart 40010000.serial: interrupt mode for tx (no dma)
[    1.432706] 40010000.serial: ttySTM0 at MMIO 0x40010000 (irq = 58, base_baud = 4000000) is a stm32-usart
[    2.818368] printk: console [ttySTM0] enabled
[    2.824604] 44003000.serial: ttySTM1 at MMIO 0x44003000 (irq = 59, base_baud = 4000000) is a stm32-usart
[    2.834341] stm32-usart 5c000000.serial: interrupt mode for rx (no dma)
[    2.839506] stm32-usart 5c000000.serial: interrupt mode for tx (no dma)
[    2.846225] 5c000000.serial: ttySTM2 at MMIO 0x5c000000 (irq = 60, base_baud = 4000000) is a stm32-usart
[    2.855907] serial serial0: tty port ttySTM2 registered
[    2.867486] inv-mpu6000-spi spi0.0: mounting matrix not found: using identity...
[    2.873626] inv-mpu6000-spi spi0.0: spi0.0 supply vddio not found, using dummy regulator
[    2.951974] inv-mpu6000-spi spi0.0: invalid whoami 0xae expected 0xaf (ICM20608)
[    2.958169] spi_stm32 44009000.spi: driver initialized
[    2.964958] m_can_platform 4400f000.can: m_can device registered (irq=55, version=32)
[    2.973303] stm32-dwmac 5800a000.ethernet: PTP uses main clock
[    2.977691] stm32-dwmac 5800a000.ethernet: no reset control found
[    2.983864] stm32-dwmac 5800a000.ethernet: No phy clock provided...
[    2.990715] stm32-dwmac 5800a000.ethernet: User ID: 0x40, Synopsys ID: 0x42
[    2.997019] stm32-dwmac 5800a000.ethernet:   DWMAC4/5
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[    3.002056] stm32-dwmac 5800a000.ethernet: DMA HW capability register supported
[    3.009290] stm32-dwmac 5800a000.ethernet: RX Checksum Offload Engine supported
[    3.016673] stm32-dwmac 5800a000.ethernet: TX Checksum insertion supported
[    3.023502] stm32-dwmac 5800a000.ethernet: Wake-Up On Lan supported
[    3.029770] stm32-dwmac 5800a000.ethernet: TSO supported
[    3.035060] stm32-dwmac 5800a000.ethernet: Enable RX Mitigation via HW Watchdog Timer
[    3.042916] stm32-dwmac 5800a000.ethernet: TSO feature enabled
[    3.049161] libphy: stmmac: probed
[    3.055028] dwc2 49000000.usb-otg: 49000000.usb-otg supply vusb_d not found, using dummy regulator
[    3.062776] dwc2 49000000.usb-otg: 49000000.usb-otg supply vusb_a not found, using dummy regulator
[    3.199965] dwc2 49000000.usb-otg: EPs: 9, dedicated fifos, 952 entries in SPRAM
[    3.206927] dwc2 49000000.usb-otg: DWC OTG Controller
[    3.211081] dwc2 49000000.usb-otg: new USB bus registered, assigned bus number 1
[    3.218416] dwc2 49000000.usb-otg: irq 63, io mem 0x49000000
[    3.224395] usb usb1: New USB device found, idVendor=1d6b, idProduct=0002, bcdDevice= 5.04
[    3.232331] usb usb1: New USB device strings: Mfr=3, Product=2, SerialNumber=1
[    3.239520] usb usb1: Product: DWC OTG Controller
[    3.244244] usb usb1: Manufacturer: Linux 5.4.31 dwc2_hsotg
[    3.249820] usb usb1: SerialNumber: 49000000.usb-otg
[    3.255690] hub 1-0:1.0: USB hub found
[    3.258563] hub 1-0:1.0: 1 port detected
[    3.264225] ehci-platform 5800d000.usbh-ehci: EHCI Host Controller
[    3.268987] ehci-platform 5800d000.usbh-ehci: new USB bus registered, assigned bus number 2
[    3.277826] ehci-platform 5800d000.usbh-ehci: irq 64, io mem 0x5800d000
[    3.309744] ehci-platform 5800d000.usbh-ehci: USB 2.0 started, EHCI 1.00
[    3.315431] usb usb2: New USB device found, idVendor=1d6b, idProduct=0002, bcdDevice= 5.04
[    3.323314] usb usb2: New USB device strings: Mfr=3, Product=2, SerialNumber=1
[    3.330514] usb usb2: Product: EHCI Host Controller
[    3.335366] usb usb2: Manufacturer: Linux 5.4.31 ehci_hcd
[    3.340791] usb usb2: SerialNumber: 5800d000.usbh-ehci
[    3.346804] hub 2-0:1.0: USB hub found
[    3.349767] hub 2-0:1.0: 2 ports detected
[    3.355087] ohci-platform 5800c000.usbh-ohci: Generic Platform OHCI controller
[    3.360984] ohci-platform 5800c000.usbh-ohci: new USB bus registered, assigned bus number 3
[    3.369745] ohci-platform 5800c000.usbh-ohci: irq 52, io mem 0x5800c000
[    3.444085] usb usb3: New USB device found, idVendor=1d6b, idProduct=0001, bcdDevice= 5.04
[    3.450953] usb usb3: New USB device strings: Mfr=3, Product=2, SerialNumber=1
[    3.458129] usb usb3: Product: Generic Platform OHCI controller
[    3.464080] usb usb3: Manufacturer: Linux 5.4.31 ohci_hcd
[    3.469452] usb usb3: SerialNumber: 5800c000.usbh-ohci
[    3.475538] hub 3-0:1.0: USB hub found
[    3.478394] hub 3-0:1.0: 2 ports detected
[    3.485193] stm32_rtc 5c004000.rtc: registered as rtc0
[    3.489760] stm32_rtc 5c004000.rtc: Date/Time must be initialized
[    3.494977] stm32_rtc 5c004000.rtc: registered rev:1.2
[    3.521148] stm32f7-i2c 40012000.i2c: doesn't use DMA
[    3.526953] fusb302 0-0022: Can't get property of role, set role to default DRP
[    3.540771] fusb302 0-0022: port 0 probe success with role ROLE_MODE_DRP, try_role ROLE_MODE_NONE
[    3.548959] stm32f7-i2c 40012000.i2c: STM32F7 I2C-0 bus adapter
[    3.575295] stm32f7-i2c 40013000.i2c: doesn't use DMA
[    3.579583] stm32f7-i2c 40013000.i2c: STM32F7 I2C-1 bus adapter
[    3.606207] stm32f7-i2c 5c002000.i2c: doesn't use DMA
[    3.611159] Goodix-TS 2-005d: 2-005d supply AVDD28 not found, using dummy regulator
[    3.617623] Goodix-TS 2-005d: 2-005d supply VDDIO not found, using dummy regulator
[    3.729728] usb 2-1: new high-speed USB device number 2 using ehci-platform
[    3.739869] Goodix-TS 2-005d: i2c test failed attempt 1: -6
[    3.779947] Goodix-TS 2-005d: i2c test failed attempt 2: -6
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[    3.784419] usb 2-1: New USB device found, idVendor=0424, idProduct=2514, bcdDevice= b.b3
[    3.792298] usb 2-1: New USB device strings: Mfr=0, Product=0, SerialNumber=0
[    3.800540] hub 2-1:1.0: USB hub found
[    3.803290] hub 2-1:1.0: 4 ports detected
[    3.819753] Goodix-TS 2-005d: I2C communication failure: -6
[    3.831970] stm32f7-i2c 5c002000.i2c: STM32F7 I2C-2 bus adapter
[    3.839010] mmci-pl18x 48004000.sdmmc: allocated mmc-pwrseq
[    3.843678] mmci-pl18x 48004000.sdmmc: mmc0: PL180 manf 53 rev1 at 0x48004000 irq 43,0 (pio)
[    3.879799] mmci-pl18x 58005000.sdmmc: mmc1: PL180 manf 53 rev2 at 0x58005000 irq 49,0 (pio)
[    3.903834] mmc0: queuing unknown CIS tuple 0x80 (2 bytes)
[    3.909312] mmc0: queuing unknown CIS tuple 0x80 (3 bytes)
[    3.915379] mmci-pl18x 58007000.sdmmc: mmc2: PL180 manf 53 rev2 at 0x58007000 irq 50,0 (pio)
[    3.925036] mmc0: queuing unknown CIS tuple 0x80 (3 bytes)
[    3.932785] mmc0: queuing unknown CIS tuple 0x80 (7 bytes)
[    3.957228] stm32-ipcc 4c001000.mailbox: ipcc rev:1.0 enabled, 6 chans, proc 0
[    3.966207] stm32-rproc mlahb:m4@10000000: wdg irq registered
[    3.972797] remoteproc remoteproc0: m4 is available
[    3.977383] stm32mp157-pinctrl soc:pin-controller@50002000: missing pins property in node pins .
[    3.985180] stm32-adc-core: probe of 48003000.adc failed with error -22
[    4.001071] [drm] Supports vblank timestamp caching Rev 2 (21.10.2013).
[    4.006329] [drm] Driver supports precise vblank timestamp query.
[    4.013457] [drm] Initialized stm 1.0.0 20170330 for 5a001000.display-controller on minor 0
[    4.044369] mmc1: host does not support reading read-only switch, assuming write-enable
[    4.046176] mmc1: Problem switching card into high-speed mode!
[    4.048363] mmc1: new SDHC card at address 0001
[    4.060335] mmcblk1: mmc1:0001 ASTC 7.38 GiB
[    4.078808] mmc2: new high speed MMC card at address 0001
[    4.080812] mmcblk2: mmc2:0001 S40004 3.64 GiB
[    4.081675] mmcblk2boot0: mmc2:0001 S40004 partition 1 4.00 MiB
[    4.082853] mmcblk2boot1: mmc2:0001 S40004 partition 2 4.00 MiB
[    4.083675] mmcblk2rpmb: mmc2:0001 S40004 partition 3 4.00 MiB, chardev (242:0)
[    4.095812]  mmcblk1: p1 p2 p3 p4 p5 p6 p7
[    4.100762] mmc0: new high speed SDIO card at address 0001
[    4.102960]  mmcblk2: p1 p2 p3
[    4.129766] usb 2-1.2: new high-speed USB device number 3 using ehci-platform
[    4.180659] Console: switching to colour frame buffer device 128x37
[    4.181293] usb 2-1.2: New USB device found, idVendor=0bda, idProduct=8152, bcdDevice=20.00
[    4.181307] usb 2-1.2: New USB device strings: Mfr=1, Product=2, SerialNumber=3
[    4.181317] usb 2-1.2: Product: USB 10/100 LAN
[    4.181327] usb 2-1.2: Manufacturer: Realtek
[    4.181337] usb 2-1.2: SerialNumber: 000000000000
[    4.302642] stm32-display 5a001000.display-controller: fb0: stmdrmfb frame buffer device
[    4.310839] usb 2-1.2: reset high-speed USB device number 3 using ehci-platform
[    4.401944] r8152 2-1.2:1.0 (unnamed net_device) (uninitialized): Invalid ether addr 00:00:00:00:00:00
[    4.409949] r8152 2-1.2:1.0 (unnamed net_device) (uninitialized): Random ether addr 26:20:ad:1e:08:e7
[    4.449370] asoc-audio-graph-card sound: wm8960-hifi-Playback <-> 4400a004.audio-controller mapping ok
[    4.458372] asoc-audio-graph-card sound: wm8960-hifi-Capture <-> 4400a024.audio-controller mapping ok
[    4.468701] r8152 2-1.2:1.0 eth1: v1.10.11
[    4.597012] input: joystick as /devices/platform/joystick/input/input0
[    4.602929] stm32_rtc 5c004000.rtc: setting system clock to 2000-01-01T00:03:10 UTC (946684990)
[    4.612209] cfg80211: Loading compiled-in X.509 certificates for regulatory database
[    4.621727] cfg80211: Loaded X.509 cert 'sforshee: 00b28ddf47aef9cea7'
[    4.627018] platform regulatory.0: Direct firmware load for regulatory.db failed with error -2
[    4.635960] ALSA device list:
[    4.638390]   #0: WM8960-100ASK
[    4.641602] cfg80211: failed to load regulatory.db
[    4.813885] EXT4-fs (mmcblk2p3): recovery complete
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[    4.818315] EXT4-fs (mmcblk2p3): mounted filesystem with ordered data mode. Opts: (null)
[    4.825512] VFS: Mounted root (ext4 filesystem) on device 179:19.
[    4.832263] devtmpfs: mounted
[    4.836170] Freeing unused kernel memory: 1024K
[    4.839597] Run /sbin/init as init process
[    5.204778] systemd[1]: System time before build time, advancing clock.
[    5.371462] NET: Registered protocol family 10
[    5.424479] Segment Routing with IPv6
[    5.447379] systemd[1]: systemd 244 running in system mode. (-PAM -AUDIT +SELINUX -IMA -APPARMOR -
SMACK +SYSVINIT +UTMP -LIBCRYPTSETUP +GCRYPT -GNUTLS -ACL +XZ +LZ4 -SECCOMP +BLKID 
+ELFUTILS +KMOD -IDN2 -IDN +PCRE2 default-hierarchy=hybrid)
[    5.473019] systemd[1]: Detected architecture arm.

Welcome to Buildroot 2020.02!

[    5.573628] systemd[1]: Set hostname to <100ask>.
[    6.066259] systemd[1]: /usr/lib/systemd/system/dbus.socket:5: ListenStream= references a path below legacy 
directory /var/run/, updating /var/run/dbus/system_bus_socket ¡ú /run/dbus/system_bus_socket; please update the 
unit file accordingly.
[    6.205534] systemd[1]: /usr/lib/systemd/system/rpcbind.socket:5: ListenStream= references a path below legacy 
directory /var/run/, updating /var/run/rpcbind.sock ¡ú /run/rpcbind.sock; please update the unit file accordingly.
[    6.274050] systemd[1]: /usr/lib/systemd/system/dhcpcd.service:8: PIDFile= references a path below legacy 
directory /var/run/, updating /var/run/dhcpcd.pid ¡ú /run/dhcpcd.pid; please update the unit file accordingly.
[    6.498239] systemd[1]: Created slice system-serial\x2dgetty.slice.
[  OK  ] Created slice system-serial\x2dgetty.slice.
[    6.542502] systemd[1]: Created slice User and Session Slice.
[  OK  ] Created slice User and Session Slice.
[    6.580656] systemd[1]: Started Dispatch Password Requests to Console Directory Watch.
[  OK  ] Started Dispatch Password ¡­ts to Console Directory Watch.
[    6.620479] systemd[1]: Started Forward Password Requests to Wall Directory Watch.
[  OK  ] Started Forward Password R¡ ­uests to Wall Directory Watch.
[    6.660478] systemd[1]: Reached target NFS client services.
[  OK  ] Reached target NFS client services.
[    6.700114] systemd[1]: Reached target Paths.
[  OK  ] Reached target Paths.
[    6.730080] systemd[1]: Reached target Remote File Systems (Pre).
[  OK  ] Reached target Remote File Systems (Pre).
[    6.770031] systemd[1]: Reached target Remote File Systems.
[  OK  ] Reached target Remote File Systems.
[    6.810020] systemd[1]: Reached target Slices.
[  OK  ] Reached target Slices.
[    6.840078] systemd[1]: Reached target Swap.
[  OK  ] Reached target Swap.
[    6.870768] systemd[1]: Listening on initctl Compatibility Named Pipe.
[  OK  ] Listening on initctl Compatibility Named Pipe.
[    6.918411] systemd[1]: Condition check resulted in Journal Audit Socket being skipped.
[    6.926577] systemd[1]: Listening on Journal Socket (/dev/log).
[  OK  ] Listening on Journal Socket (/dev/log).
[    6.961263] systemd[1]: Listening on Journal Socket.
[  OK  ] Listening on Journal Socket.
[    7.001530] systemd[1]: Listening on Network Service Netlink Socket.
[  OK  ] Listening on Network Service Netlink Socket.
[    7.041156] systemd[1]: Listening on udev Control Socket.
[  OK  ] Listening on udev Control Socket.
[    7.080751] systemd[1]: Listening on udev Kernel Socket.
[  OK  ] Listening on udev Kernel Socket.
[    7.121175] systemd[1]: Condition check resulted in Huge Pages File System being skipped.



file:///C/Users/30974/Desktop/MobaXterm_COM13USB-Enhanced-SERIALCH9102COM13_20221114_121917.txt[2022/11/14 15:10:00]

[    7.135299] systemd[1]: Mounting POSIX Message Queue File System...
         Mounting POSIX Message Queue File System...
[    7.177179] systemd[1]: Mounting NFSD configuration filesystem...
         Mounting NFSD configuration filesystem...
[    7.217446] systemd[1]: Mounting Kernel Debug File System...
         Mounting Kernel Debug File System...
[    7.261134] systemd[1]: Mounting Temporary Directory (/tmp)...
         Mounting Temporary Directory (/tmp)...
[    7.307985] systemd[1]: Starting Create list of static device nodes for the current kernel...
         Starting Create list of st¡­odes for the current kernel...
[    7.350768] systemd[1]: Condition check resulted in File System Check on Root Device being skipped.
[    7.369336] systemd[1]: Starting Journal Service...
         Starting Journal Service...
[    7.403935] systemd[1]: Condition check resulted in Load Kernel Modules being skipped.
[    7.419032] systemd[1]: Mounting FUSE Control File System...
         Mounting FUSE Control File System...
[    7.458530] systemd[1]: Mounting Kernel Configuration File System...
         Mounting Kernel Configuration File System...
[    7.507717] systemd[1]: Starting Remount Root and Kernel File Systems...
         Starting Remount Root and Kernel File Systems...
[    7.557545] systemd[1]: Starting Apply Kernel Variables...
         Starting Apply Kernel Variables...
[    7.578019] systemd[1]: Starting Wait Until Kernel Time Synchronized...
[    7.594397] EXT4-fs (mmcblk2p3): re-mounted. Opts: (null)
         Starting Wait Until Kernel Time Synchronized...
[    7.646996] systemd[1]: Starting udev Coldplug all Devices...
         Starting udev Coldplug all Devices...
[    7.680193] systemd[1]: Starting Setup Virtual Console...
         Starting Setup Virtual Console...
[    7.746077] systemd[1]: Mounted POSIX Message Queue File System.
[  OK  ] Mounted POSIX Message Queue File System.
[    7.791889] systemd[1]: proc-fs-nfsd.mount: Mount process exited, code=exited, status=32/n/a
[    7.809441] systemd[1]: proc-fs-nfsd.mount: Failed with result 'exit-code'.
[    7.829964] systemd[1]: Failed to mount NFSD configuration filesystem.
[FAILED] Failed to mount NFSD configuration filesystem.
See 'systemctl status proc-fs-nfsd.mount' for details.
[    7.900029] systemd[1]: Dependency failed for NFS server and services.
[DEPEND] Dependency failed for NFS server and services.
[    7.940061] systemd[1]: Dependency failed for NFS Mount Daemon.
[DEPEND] Dependency failed for NFS Mount Daemon.
[    7.960851] systemd[1]: nfs-mountd.service: Job nfs-mountd.service/start failed with result 'dependency'.
[    7.969117] systemd[1]: nfs-server.service: Job nfs-server.service/start failed with result 'dependency'.
[    7.991387] systemd[1]: Mounted Kernel Debug File System.
[  OK  ] Mounted Kernel Debug File System.
[    8.032410] systemd[1]: Mounted Temporary Directory (/tmp).
[  OK  ] Mounted Temporary Directory (/tmp).
[    8.053777] systemd[1]: Started Create list of static device nodes for the current kernel.
[  OK  ] Started Create list of sta¡­ nodes for the current kernel.
[    8.101560] systemd[1]: Mounted FUSE Control File System.
[  OK  ] Mounted FUSE Control File System.
[    8.141488] systemd[1]: Mounted Kernel Configuration File System.
[  OK  ] Mounted Kernel Configuration File System.
[    8.181946] systemd[1]: Started Journal Service.
[  OK  ] Started Journal Service.
[  OK  ] Started Remount Root and Kernel File Systems.
[  OK  ] Started Apply Kernel Variables.
[  OK  ] Started Setup Virtual Console.
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         Starting Flush Journal to Persistent Storage...
         Starting Create Static Device Nodes in /dev...
[    8.471263] systemd-journald[199]: Received client request to flush runtime journal.
[    8.535658] systemd-journald[199]: File /var/log/journal/c564dc79422a492e929dcbfd8d4c37f2/system.journal 
corrupted or uncleanly shut down, renaming and replacing.
[  OK  ] Started Create Static Device Nodes in /dev.
[  OK  ] Reached target Local File Systems (Pre).
[  OK  ] Reached target Local File Systems.
         Starting udev Kernel Device Manager...
[  OK  ] Started Flush Journal to Persistent Storage.
         Starting Create Volatile Files and Directories...
[  OK  ] Started udev Kernel Device Manager.
[  OK  ] Started udev Coldplug all Devices.
[  OK  ] Started Starts Psplash Boot screen.
         Starting Network Service...
[  OK  ] Started Create Volatile Files and Directories.
         Starting Network Time Synchronization...
         Starting Update UTMP about System Boot/Shutdown...
[  OK  ] Started Update UTMP about System Boot/Shutdown.
[  OK  ] Started Network Service.
         Starting     9.578471] systemd-journald[199]: File /var/log/journal/c564dc79422a492e929dcbfd8d4c37f2/user-
1008.journal corrupted or uncleanly shut down, renaming and replacing.
9mWait for Network to be Configured...
         Starting Network Name Resolution...
[  OK  ] Started Network Time Synchronization.
[  OK  ] Reached target System Initialization.
[  OK  ] Started Daily Cleanup of Temporary Directories.
[  OK  ] Reached target System Time Set.
[  OK  ] Listening on D-Bus System Message Bus Socket.
[  OK  ] Listening on RPCbind Server Activation Socket.
[  OK  ] Reached target Sockets.
[  OK  ] Reached target Basic System.
[   10.527800] systemd-journald[199]: File /var/log/journal/c564dc79422a492e929dcbfd8d4c37f2/user-1009.journal 
corrupted or uncleanly shut down, renaming and replacing.
         Starting Save/Restore Sound Card State...
[  OK  ] Started D-Bus System Message Bus.
         Starting Remove Stale Onli¡­t4 Metadata Check Snapshots...
         Starting Terminate Psplash Boot Screen...
[  OK  ] Started PulseAudio Sound System.
         Starting Login Service...
         Starting Adbd for linux...
         Starting WPA supplicant...
[  OK  ] Started Network Name Resolution.
[  OK  ] Started Save/Restore Sound Card State.
[  OK  ] Started Terminate Psplash Boot Screen.
[  OK  ] Started WPA supplicant.
[   11.692532] stm32-dwmac 5800a000.ethernet eth0: PHY [stmmac-0:06] driver [Generic PHY]
[   11.756316] systemd-journald[199]: File /var/log/journal/c564dc79422a492e929dcbfd8d4c37f2/user-1000.journal 
corrupted or uncleanly shut down, renaming and replacing.
[   11.829873] dwmac4: Master AXI performs any burst length
[   11.870378] stm32-dwmac 5800a000.ethernet eth0: No Safety Features support found
[   11.876388] stm32-dwmac 5800a000.ethernet eth0: IEEE 1588-2008 Advanced Timestamp supported
[  OK  ] Found device /dev/ttySTM0.
[   12.060438] stm32-dwmac 5800a000.ethernet eth0: registered PTP clock
[   12.065379] stm32-dwmac 5800a000.ethernet eth0: configuring for phy/rgmii link mode
[   12.143470] stm32-dwmac 5800a000.ethernet eth0: Link is Up - 100Mbps/Full - flow control rx/tx
[   12.144530] IPv6: ADDRCONF(NETDEV_CHANGE): eth0: link becomes ready
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[   12.270939] file system registered
[   12.331328] systemd-journald[199]: File /var/log/journal/c564dc79422a492e929dcbfd8d4c37f2/user-1010.journal 
corrupted or uncleanly shut down, renaming and replacing.
[   12.404550] [dhd] dhd_module_init: in Dongle Host Driver, version 100.10.545.11 (r826445-20200610-1)
[   12.450377] galcore: loading out-of-tree module taints kernel.
[   12.508962] [dhd] ======== dhd_wlan_init_plat_data ========
[   12.538186] [dhd] dhd_wlan_init_gpio: gpio_request(131) for WL_REG_ON failed
[   12.608987] [dhd] dhd_wlan_init_gpio: WL_REG_ON=-1
[   12.638339] [dhd] dhd_wifi_platform_load: Enter
[   12.660023] [dhd] Power-up adapter 'DHD generic adapter'
[   12.780890] [dhd] wifi_platform_set_power = 1, delay: 200 msec
[   12.792764] [dhd] ======== PULL WL_REG_ON(-1) HIGH! ========
[   12.808750] Init with Level=1, Zone=0x0FFFFFFF
[   12.831257] Galcore version 6.4.1.244507
[   12.861742] gckOS_ImportAllocators(151) Allocator: dma
[   12.865454] gckOS_ImportAllocators(151) Allocator: user
[   12.879763] gckOS_ImportAllocators(151) Allocator: dma
[   12.901915] gckOS_ImportAllocators(151) Allocator: dmabuf
[   12.905912] gckOS_ImportAllocators(151) Allocator: reserved-mem
[   12.949897] read descriptors
[   12.951339] read strings
[   13.150020] Bluetooth: HCI UART driver ver 2.3
[   13.153024] Bluetooth: HCI UART protocol H4 registered
[   13.181857] Bluetooth: HCI UART protocol BCSP registered
[   13.185909] Bluetooth: HCI UART protocol LL registered
[   13.249866] Bluetooth: HCI UART protocol ATH3K registered
[   13.254013] Bluetooth: HCI UART protocol Three-wire (H5) registered
[   13.276731] Bluetooth: HCI UART protocol Intel registered
[   13.310348] Bluetooth: HCI UART protocol Broadcom registered
[   13.314664] Bluetooth: HCI UART protocol QCA registered
[   13.314673] Bluetooth: HCI UART protocol AG6XX registered
[   13.340231] hci_uart_bcm serial0-0: serial0-0 supply vbat not found, using dummy regulator
[   13.347242] hci_uart_bcm serial0-0: serial0-0 supply vddio not found, using dummy regulator
[   13.364634] Bluetooth: HCI UART protocol Marvell registered
[   13.489860] [dhd] wifi_platform_bus_enumerate device present 1
[   13.494247] [dhd] ======== Card detection to detect SDIO card! ========
[   13.586235] [dhd] bcmsdh_register: register client driver
[   13.613620] [dhd] bcmsdh_sdmmc_probe: Enter num=1
[   13.639865] [dhd] bcmsdh_sdmmc_probe: Enter num=2
[   13.643123] [dhd] bus num (host idx)=0, slot num (rca)=1
[   13.648433] [dhd] found adapter info 'DHD generic adapter'
[   13.722350] [dhd] sdioh_attach: set sd_f2_blocksize 256
[   13.746162] [dhd] sdioh_attach: sd clock rate = 0
[   13.770547] [dhd] dhdsdio_probe : no mutex held. set lock
[   13.794430] [dhd] F1 signature read @0x18000000=0x1541a9a6
[   13.820958] Bluetooth: hci0: BCM: chip id 94
[   13.830581] Bluetooth: hci0: BCM: features 0x2e
[   13.835083] Bluetooth: hci0: BCM43430A1
[   13.837513] Bluetooth: hci0: BCM43430A1 (001.002.009) build 0000
[   13.848338] bluetooth hci0: Direct firmware load for brcm/BCM43430A1.hcd failed with error -2
[   13.854264] [dhd] F1 signature OK, socitype:0x1 chip:0xa9a6 rev:0x1 pkg:0x4
[   13.855552] Bluetooth: hci0: BCM: Patch brcm/BCM43430A1.hcd not found
[   13.871422] dwc2 49000000.usb-otg: bound driver configfs-gadget
[   13.943406] [dhd] DHD: dongle ram size is set to 524288(orig 524288) at 0x0
[   13.955124] [dhd] dhd_conf_set_chiprev : chip=0xa9a6, chiprev=1
[   14.017189] dhd_attach(): thread:dhd_watchdog_thread:157 started
[   14.042705] dhd_attach(): thread:dhd_dpc:15a started
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[   14.069942] dhd_attach(): thread:dhd_rxf:15b started
[   14.069988] [dhd] dhd_deferred_work_init: work queue initialized
[   14.069999] [dhd] dhd_tcpack_suppress_set: TCP ACK Suppress mode 0 -> mode 2
[   14.070069] [dhd] sdioh_cis_read: func_cis_ptr[0]=0x1070
[   14.111698] [dhd] dhdsdio_probe_init: making DHD_BUS_DOWN
[   14.123449] [dhd] Dongle Host Driver, version 100.10.545.11 (r826445-20200610-1)
[   14.124804] [dhd] Register interface [wlan0]  MAC: 70:3e:97:2f:14:e6
[   14.124804]
[   14.125017] [dhd] dhd_bus_devreset: == Power OFF ==
[   14.144914] [dhd] dhd_bus_stop: making DHD_BUS_DOWN
[   14.144952] [dhd] dhd_bus_devreset: making dhdpub up FALSE
[   14.144965] [dhd] dhd_txglom_enable: enable 0
[   14.144973] [dhd] dhd_bus_devreset: making DHD_BUS_DOWN
[   14.144978] [dhd] dhd_bus_devreset:  WLAN OFF DONE
[   14.145307] [dhd] wifi_platform_set_power = 0, delay: 0 msec
[   14.145315] [dhd] ======== PULL WL_REG_ON(-1) LOW! ========
[   14.145325] [dhd] dhdsdio_probe : the lock is released.
[   14.146221] [dhd] dhd_module_init: Exit err=0
[  OK  ] Started Adbd for linux.
[  OK  ] Started Remove Stale Onlin¡­ext4 Metadata Check Snapshots.
[  OK  ] Started Login Service.
[  OK  ] Reached target Network.
[  OK  ] Reached target Host and Network Name Lookups.
[  OK  ] Reached target Sound Card.
         Starting Bluetooth service...
         Starting DHCP client...
[  OK  ] Started Serial Getty on ttySTM0.
[  OK  ] Reached target Login Prompts.
         Starting OpenSSH server daemon...
         Starting USB-IP Bindind...
[  OK  ] Started OpenSSH server daemo[   15.544413] 8021q: 802.1Q VLAN Support v1.8
n.
[   15.557855] 8021q: adding VLAN 0 to HW filter on device eth0
[  OK  ] Started Bluetooth service.
[   15.627390] cryptd: max_cpu_qlen set to 1000
[  OK  ] Reached target Bluetooth.
[   15.774339] usbcore: registered new device driver usbip-host
         Starting myir hmi v2.0...
         Starting Hostname Service...
[   15.856490] usb 2-1: USB disconnect, device number 2
[   15.885924] usb 2-1.2: USB disconnect, device number 3
[  OK  ] Started USB-IP Bindind.
[   16.086570] FAT-fs (mmcblk2p2): Volume was not properly unmounted. Some data may be corrupt. Please run 
fsck.
[  OK  ] Started myir hmi v2.0.
[   16.409922] usb 2-1: new high-speed USB device number 4 using ehci-platform
[   16.462374] usb 2-1: New USB device found, idVendor=0424, idProduct=2514, bcdDevice= b.b3
[   16.473706] usb 2-1: New USB device strings: Mfr=0, Product=0, SerialNumber=0
[   16.507247] hub 2-1:1.0: USB hub found
[   16.512546] hub 2-1:1.0: 4 ports detected
[   16.839837] usb 2-1.2: new high-speed USB device number 5 using ehci-platform
[   16.865919] [dhd] dhd_open: Enter wlan0
[   16.868305] [dhd] dhd_open : no mutex held. set lock
[   16.882072] [dhd]
[   16.882072] Dongle Host Driver, version 100.10.545.11 (r826445-20200610-1)
[   16.889583] [dhd-wlan0] wl_android_wifi_on : in g_wifi_on=0
[   16.895664] [dhd] wifi_platform_set_power = 1, delay: 200 msec
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[   16.901310] [dhd] ======== PULL WL_REG_ON(-1) HIGH! ========
[   16.908449] usb 2-1.2: New USB device found, idVendor=0bda, idProduct=8152, bcdDevice=20.00
[   16.921794] usb 2-1.2: New USB device strings: Mfr=1, Product=2, SerialNumber=3
[   16.927752] usb 2-1.2: Product: USB 10/100 LAN
[   16.939779] usb 2-1.2: Manufacturer: Realtek
[   16.947506] usb 2-1.2: SerialNumber: 000000000000
[  OK  ] Started Hostname Service.
[   17.089863] usb 2-1.2: reset high-speed USB device number 5 using ehci-platform
[   17.182162] r8152 2-1.2:1.0 (unnamed net_device) (uninitialized): Invalid ether addr 00:00:00:00:00:00
[   17.190326] r8152 2-1.2:1.0 (unnamed net_device) (uninitialized): Random ether addr 32:50:b4:36:ea:2f
[   17.270243] [dhd] sdioh_start: set sd_f2_blocksize 256
[   17.274604] [dhd]
[   17.274604]
[   17.274604] dhd_bus_devreset: == Power ON ==
[   17.282206] [dhd] F1 signature read @0x18000000=0x1541a9a6
[   17.293710] [dhd] F1 signature OK, socitype:0x1 chip:0xa9a6 rev:0x1 pkg:0x4
[   17.301274] [dhd] DHD: dongle ram size is set to 524288(orig 524288) at 0x0
[   17.307199] [dhd] dhd_bus_devreset: making DHD_BUS_DOWN
[   17.312266] [dhd] dhdsdio_probe_init: making DHD_BUS_DOWN
[   17.317991] [dhd] dhd_conf_read_config : Ignore config file /lib/firmware/config.txt
[   17.325321] [dhd] dhd_conf_set_path_params : Final fw_path=/lib/firmware/fw_bcm43438a1.bin
[   17.333684] [dhd] dhd_conf_set_path_params : Final nv_path=/lib/firmware/nvram_ap6236.txt
[   17.341808] [dhd] dhd_conf_set_path_params : Final clm_path=/lib/firmware/clm_bcm43438a1.blob
[   17.350387] [dhd] dhd_conf_set_path_params : Final conf_path=/lib/firmware/config.txt
[   17.359915] [dhd] dhdsdio_download_code_file: Open firmware file failed /lib/firmware/fw_bcm43438a1.bin
[   17.368052] [dhd] _dhdsdio_download_firmware: dongle image file download failed
[   17.375364] [dhd] dhd_bus_devreset Failed to download binary to the dongle
[   17.382351] [dhd] dhd_net_bus_devreset: dhd_bus_devreset: -35
[   17.387862] [dhd] dhd_net_bus_devreset: dhd_bus_devreset: -35
[   17.394028] [dhd] wifi_platform_set_power = 0, delay: 0 msec
[   17.399269] [dhd] ======== PULL WL_REG_ON(-1) LOW! ========
[   17.405089] [dhd-wlan0] wl_android_wifi_on : Failed
[   17.409821] [dhd] dhd_open : wl_android_wifi_on failed (-35)
[   17.415491] [dhd] dhd_stop: Enter wlan0
[   17.419213] [dhd-wlan0] wl_android_wifi_off : in g_wifi_on=0, on_failure=1
[   17.426279] [dhd] dhd_net_bus_devreset: dhd_bus_devreset: -35
[   17.432101] [dhd] wifi_platform_set_power = 0, delay: 0 msec
[   17.437599] [dhd] ======== PULL WL_REG_ON(-1) LOW! ========
[   17.443165] [dhd-wlan0] wl_android_wifi_off : out
[   17.447927] [dhd] dhd_stop: Exit wlan0
[   17.451698] [dhd] dhd_open : the lock is released.
[   17.456467] [dhd] dhd_open: Exit wlan0 ret=-1
[   17.461200] [dhd] Failed to open primary dev ret -1
[   17.467307] r8152 2-1.2:1.0 eth1: v1.10.11
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